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motor or motors are inoperative or be-
cause its control jumper cables are not 
connected. 

(f) Nothing in this section authorizes 
the movement of a locomotive subject 
to a Special Notice for Repair unless 
the movement is made in accordance 
with the restrictions contained in the 
Special Notice. 

(g) Paragraphs (a), (b), and (c) of this 
section shall not apply to sanitation 
conditions covered by §§ 229.137 and 
229.139. Sections 229.137 and 229.139 set 
forth specific requirements for the 
movement and repair of locomotives 
with defective sanitation compart-
ments. 

[45 FR 21109, Mar. 31, 1980, as amended at 61 
FR 8887, Mar. 6, 1996; 67 FR 16050, Apr. 4, 2002; 
72 FR 59223, Oct. 19, 2007] 

§ 229.11 Locomotive identification. 

(a) The letter ‘‘F’’ shall be legibly 
shown on each side of every locomotive 
near the end which for identification 
purposes will be known as the front 
end. 

(b) The locomotive number shall be 
displayed in clearly legible numbers on 
each side of each locomotive. 

§ 229.13 Control of locomotives. 

Except when a locomotive is moved 
in accordance with § 229.9, whenever 
two or more locomotives are coupled in 
remote or multiple control, the propul-
sion system, the sanders, and the 
power brake system of each locomotive 
shall respond to control from the cab of 
the controlling locomotive. If a dy-
namic brake or regenerative brake sys-
tem is in use, that portion of the sys-
tem in use shall respond to control 
from the cab of the controlling loco-
motive. 

§ 229.14 Non-MU control cab loco-
motives. 

On each non-MU control cab loco-
motive, only those components added 
to the passenger car that enable it to 
serve as a lead locomotive, control the 
locomotive actually providing tractive 
power, and otherwise control the move-
ment of the train, are subject to this 
part. 

§ 229.15 Remote control locomotives. 

(a) Design and operation. (1) Each lo-
comotive equipped with a locomotive 
control unit (LCU) shall respond only 
to the operator control units (OCUs) 
assigned to that receiver. 

(2) If one or more OCUs are assigned 
to a LCU, the LCU shall respond only 
to the OCU that is in primary com-
mand. If a subsequent OCU is assigned 
to a LCU, the previous assignment will 
be automatically cancelled. 

(3) If more than one OCU is assigned 
to a LCU, the secondary OCUs’ man 
down feature, bell, horn, and emer-
gency brake application functions shall 
remain active. The remote control sys-
tem shall be designed so that if the sig-
nal from the OCU to the RCL is inter-
rupted for a set period not to exceed 
five seconds, the remote control sys-
tem shall cause: 

(i) A full service application of the 
locomotive and train brakes; and 

(ii) The elimination of locomotive 
tractive effort. 

(4) Each OCU shall be designed to 
control only one RCL at a time. OCU’s 
having the capability to control more 
than one RCL shall have a means to 
lock in one RCL ‘‘assignment address’’ 
to prevent simultaneous control over 
more than one locomotive. 

(5) If an OCU is equipped with an 
‘‘on’’ and ‘‘off’’ switch, when the switch 
is moved from the ‘‘on’’ to the ‘‘off’’ 
position, the remote control system 
shall cause: 

(i) A full service application of the 
locomotive train brakes; and 

(ii) The elimination of locomotive 
tractive effort. 

(6) Each RCL shall have a distinct 
and unambiguous audible or visual 
warning device that indicates to near-
by personnel that the locomotive is 
under active remote control operation. 

(7) When the main reservoir pressure 
drops below 90 psi while the RCL is 
moving, the RCL shall initiate a full 
service application of the locomotive 
and train brakes, and eliminate loco-
motive tractive effort. 

(8) When the air valves and the elec-
trical selector switch on the RCL are 
moved from manual to remote control 
mode or from remote control to man-
ual mode, an emergency application of 
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